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Standby Screen

The standby screen activates whenever the AirCheq Touch Screen
Detector is not in use for some time.
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Press the icon @} and enter Feature Settings.

Press “Standby Screen” and enter Setting screen.
After Standby, black screen? Options

There are Four Selection (3Min, 10Min, Just Night, Never) to
control the Standby Screen Time.

For example, setting the standby time is for 10 minutes.
Press the icon O in the front of “10 Min” and it will turn to@ .

Press the icon <:§ to save and return to main screen.

ﬁ Lock

The AirCheq Touch Screen Detector has a keypad lock facility.
To activate the lock, follow these steps.

m Press the icon {é} and enter Feature Settings.

Press “Lock” and enter setting sceen.

Lock Pinis in Mode:

For example, Setting the Lock Pin is 5209
Press the First Column, use the icon <] [> to set to 5
Press the Second Column, use the icon <] [> to set to 2
Press the Third Column, use the icon <] [> to set to 0
Press the Fourth Column, use the <] [> to set to 9

Press the icon <:§ to save and return to main screen.

Note: To unlock the AirCheq Touch Screen Detector press. The display
will show Lock Pin screen and you need to enter the four digit PIN
number you set previously to unlock it.

Master PIN is 8657
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Lock Pinis in Mode:

Press the icon to return to main screen.
PLEASE NOTE: if the LOCK feature is not enabled, the @ mode
in home screen can’t be modified.

CO2 Set Limitation

To set the the Minimum CO2 PPM or the Maximum CO2 PPM,
follow these steps.
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Press the icon {:0:} and enter Feature Settings.

Find the “CO2 Set Limitation” option, press it and entry in
setting screen.

Press the First Column, use the icon Q D to set the Minimum
CO2 PPM.

Press the Second Column, use the icon <] [> to set the Maximum
CO2 PPM.

Press the icon ® to save and return to main screen.

@ Reset CO2 to factory settings

To reset the CO2 sensor to factory setting, please take the detector to
outside of room and run for 10mins, then follow these steps.

m Press the icon {§} and enter Feature Settings.

Find the "Reset CO2 to factory settings” option, press it and entry
in setting screen.

Press the button “Start”, wait till the counting down time is
finished.

Press the icon C§ to save and return to main screen.
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1| I | CO2 Auto Base Line Setting

To reset the CO2 Auto base line please follow these steps.

Press the icon {:0:} and enter Feature Settings.

Find the "CO2 Auto Base Line Setting” option, press it and entry
in setting screen.

Press the button Disable/Enable to turn Off/On ABC function.

Press the icon <}§ to save and return to main screen.
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El CO2 Sensor Calibration

If you need to calibrate the CO2, follow these steps.

Press the icon {:0:} and enter Feature Settings.

Find the “CO2 Sensor Calibration” option, press it and entry in
setting screen.

Use the icon < > to adjust to the desired calibration.

Press the icon <:§ to save and return to main screen.
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NTC Temperature Sensor Calibration

If you need to calibrate the temperature, follow these steps.

Press the icon {§} and enter Feature Settings.
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VA Find the “"Temperature Sensor Calibration” option, press it and
entry in setting screen.

Use the icon <[> to adjust to the desired calibration.
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Press the icon <= to save and return to main screen.
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6 Humidity Sensor Calibration

If you need to calibrate the humidity, follow these steps.

m Press the icon {§} and enter Feature Settings.

(3 Find the "Humidity Sensor Calibration” option, press it
and entry in setting screen.

Use the icon <[> to adjust to the desired calibration.

Press the icon <§ to save and return to main screen.
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Time Zone Selection

To modify the Time zone, please follow these steps.

2]
2

04]

AirCheq 28

Press the icon {§} and enter Feature Settings.

Find the “Time Zone Selection” option, press it and entry setting
screen.

Use the icon <] [> to adjust to the desired time zone.

Press the button ‘) to turn On/Off Time sync with internet time,
this needs detector connects to internet successfully.

Press the icon <§ to save and return to main screen.

E& Daylight Saving Time(DST)

If you need to enable the DST function, follow these steps.

m Press the icon {E’:} and enter Feature Settings.

Press "DST" and enter setting screen.
Auto DST Options.

There are three options:
European Union/US & Canada/Australia & New Zealand

Press the icon O in the front of “EU / U&C / A&Z" and it
will turn to @) .

Press the icon (}§ twice to save and return to main screen.
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Find the "Alarm Speaker Settings” option, press it and entry
setting screen.

Select the ‘) button to Enable/Disable the speake

OPT Home screen colour

To change the home screen background colour , follow these steps.

BE H
g Il [N

Alert High settings: when CO2 value is higher than high setpoint

m Press the icon {§} and enter Feature Settings. the speaker will be worked. )
Alert Low settings: when CO2 value is higher than Low setpoint
Find the “Home screen colour” option, press it and entry setting the speaker will be worked.
screen.

(I5) Press the icon (K to save and return to main screen.
Select the desired home screen colour, blue or black.

m Press the icon @ to save and return to main screen. @ system Information

@ To know the system information, follow these steps.

OPT Alarm Speaker Settings &

To modify alarm speaker settings, follow these steps. Press “System Information” and enter screen, it shows
Version Number.

Press the icon <§ to Exit.

AirCheq 30 AirCheq Touch Screen CO2 Detector

Press the icon {§} and enter Feature Settings.

Press the icon {§} and enter Feature Settings.




Q] Reset to Factory Settings Technical Data

The AirCheq Touch Screen Detector has a reset function to restore Sy wallnE USB power supply. DC5V:
all settings to their factory defaults. P PPY: ’
Display 320x480 pixels color TFT
Press the icon 0} and enter Feature Settings. screen- capacitive touch panel
. Operating temperature 1°C- 85°C
Press @ and enter setting screen.
CO2 sensor type Dual NDIR
Press "Reset” to factory settings. CO2 accuracy @22°C(72°F)+40ppm + Display*2%
Press the icon <§ to Exit. CO2 detective range 0-9999 ppm
Warning: Reset will make you lose the current Settings and return to the NDIR life time 15 Years
factory Settings. Displayed temperature 0.1°C
resolution
Displayed CO2 resolution 1 ppm
Standby consumption <05W
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Display dimensions

Dimensions (W/H/D)

76.5 X 52 mm(W/H)
96 * 86 * 32.5 (mm)

Weight

<200 g

Enclosure rating

P21

Notes

Product material

PC + ABS plastic
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